
JABLITE  LTD 
General Conditions of Sale

1. DEFINITIONS: 
In these Conditions of Sale: 

“the Buyer” means the person who buys or agrees to buy the Goods from Jablite; 
“the Contract” means the contract (of which these Conditions of Sale form part) for the sale of the Goods by Jablite to the 
Buyer; 
“the Goods” means the goods which Jablite is to supply in accordance with the Contract and any reference to “the 
Goods” shall, where appropriate, include a reference to part of them; and 
“Jablite” means Jablite Limited (company number 12644570), whose registered office is at Unit A Rudford Industrial 
Estate, Ford, Near Arundel, West Sussex, BN18 0BD or any assignee of Jablite. 

2. TERMS OF SALE 
2.1 All quotations given by Jablite are open for acceptance at the prices quoted by Jablite within 1 month of the date 

of the quotation, unless otherwise agreed in writing. 
2.2 The Contract forms the whole agreement between Jablite and the Buyer and shall not be varied in any way 

unless done so in writing, signed by a director, the company secretary or an authorised manager of Jablite.  No 
other servant or agent of Jablite has any authority to make any representation or give any warranty relating to the 
Goods or to agree any variation to the Contract. 

2.3  These Conditions of Sale override any other terms and conditions which the Buyer may propose to govern the 
Contract. 

2.4 All specifications and descriptions in Jablite’s catalogues and publicity material are illustrations only and do not 
form part of the Contract. 

3. THE PRICE 
3.1 Subject as set out below, the price of the Goods is the price stated in Jablite’s quotation or such other price as is 

agreed by Jablite and the Buyer 
3.2 Where at any time before delivery of the Goods, there is an increase in the cost of raw materials or labour, 

Jablite may adjust the price accordingly. 

4. DELIVERY AND RISK 
4.1 Delivery of the Goods will be made by Jablite delivering the Goods to the Buyer in accordance with the Buyer’s 

delivery instructions, unless otherwise agreed in writing.  Risk in the Goods shall pass to the Buyer upon 
delivery. 

4.2 If the Buyer fails to accept the Goods or fails to give Jablite adequate delivery instructions then the Buyer shall 
be liable for any resultant storage and insurance costs. 

4.3 If the Buyer fails to accept the Goods or fails to give Jablite adequate delivery instructions, within 3 months of 
placing an Order, then the Buyer shall be liable for the full value of the Order placed, plus appropriate taxes.      

4.4 Any delivery date or period quoted by Jablite is a business estimate only and Jablite shall be under no liability for 
any failure to meet such date or period.  Time of delivery is not of the essence of the Contract. 

4.5 Any claim by the Buyer in relation to Goods damaged upon delivery or any shortage of Goods must be made in 
writing to Jablite within 3 days of delivery. 

4.6 Jablite reserves the right to deliver up to 3% more or less than the quantity ordered. 
4.7 Jablite reserves the right to charge for demurrage once a vehicle has been held at a delivery location for in 

excess of one hour. The £100 charge will be applied for every hour and part hour thereof that the vehicle is 
detained. 

5. CANCELLATION 
5.1 The Buyer will be liable to pay a cancellation charge if it purports to cancel an order (and such cancellation is 

accepted by Jablite) after an order or parts of an order have been completed.  The cancellation charge will 
comprise of all Jablite’s costs in relation to performing the order up to completion of the order. 

5.2 Jablite will be free at its discretion to accept or refuse a cancellation request from the Buyer. 
 

6. PAYMENT 
6.1 Unless otherwise agreed in writing between the parties, payment is to be made within 30 days of the date of 

Jablite’s invoice.  Interest will be chargeable on any sums overdue at the rate (after as well before judgement) of 
3% per annum over the base rate of Barclays Bank plc from time to time from the day any sum becomes 
overdue until the sum due is paid with interest. 

 

6.2 The time of payment of the price is of the essence of the Contract and failure to make any payment to Jablite on 
the due date shall entitle Jablite at its option to treat the Contract as repudiated and act accordingly (including to 
suspend delivery of Goods). 

7. OWNERSHIP 
7.1 Ownership of the Goods supplied will remain with Jablite until paid for in full by the Buyer and no other amounts 

are owed by the Buyer to Jablite in respect of other Goods supplied. 

8. WARRANTIES & LIABILITY 
8.1 The Buyer must carefully examine the Goods immediately on delivery of them and must notify Jablite in writing of 

any damage or defect within 7 days of any defect becoming apparent to the Buyer and in any event within 6 
months of delivery.  After such period of 6 months, the Buyer’s rights under clause 8.2 below are excluded. 

8.2 Subject to clause 8.1 above and as stated below, in the event that any Goods shall prove to be defective (by 
reason of faulty materials and/or workmanship) Jablite shall at its option replace or repair the defective Goods or 
refund the purchase price.  The performance by Jablite of any one of the above options shall constitute an entire 
discharge of Jablite’s liability under this clause 8.2. 

8.3 Save as provided in clause 8.2 above, all conditions, warranties and representations, express or implied, as to 
the quality or fitness for any purpose of the Goods are hereby expressly excluded.  Jablite shall be under no 
liability for any loss or damage (whether direct, indirect or consequential) howsoever arising which may be 
suffered by the Buyer. 

8.4 Jablite accepts no liability whatsoever with regards to roofing products and related servicing if the Buyer and/or 
the roofing contractor fail to conform with the British Board of Agrément Certificate instructions and appropriate 
and relevant British Standards Recommendations. 

8.5 In the event that, notwithstanding any other provisions in the Contract, Jablite is found liable for any loss or 
damage suffered by the Buyer, that liability shall in no event exceed the purchase price of the defective, 
damaged or undelivered Goods which gave rise to the liability as determined by the price invoiced by Jablite. 

8.6 Nothing in this Contract shall affect the liability of Jablite for death or personal injury caused by its negligence. 
 

9. MISCELLANEOUS 
9.1 The Buyer warrants that any design or instruction given or furnished by or on behalf of the Buyer to Jablite in 

connection with this Contract shall not be such as will cause Jablite to infringe any letters, patents, registered 
design, copyright or registered trademark in the execution of the Contract.  The Buyer shall indemnify Jablite 
against any infringements which may arise out of any such design or instruction. 

9.2 All drawings, plans, designs and schedules drawn up by Jablite remain the property of Jablite and may not be 
used or reproduced or submitted by the Buyer to a third party without the express permission of Jablite in writing. 

9.3 Unless otherwise agreed, any tools, dyes and moulds will be purchased by the Buyer and will be held to the 
Buyer’s order by Jablite.  Such tools, dyes and moulds must conform to Jablite’s production requirements. 

10. TERMINATION 
10.1  Without prejudice to Jablite’s other rights and remedies under the Contract, Jablite shall be entitled to terminate 

this Contract by written notice if: 
(a) The Buyer becomes insolvent, is the subject of winding up proceedings (whether voluntary or involuntary), goes 

into liquidation, enters into a composition with its creditors or has an administrator appointed or has a receiver 
appointed over the whole or any part of its undertaking or assets or any of the foregoing events is threatened; or 

(b) the Buyer is in breach of any of its obligations under the Contract and fails to remedy the breach to the 
satisfaction of Jablite (within 30 days of being required in writing to do so by Jablite). 

11. ASSIGNMENT 
Jablite may assign its rights and obligations under the Contract to any holding company or subsidiary company of 
Jablite or of such holding company (“holding company” and “subsidiary” being the meanings given to them by Section 
736 of the Companies Act 1985 as amended). 

12. GOVERNING LAW 
12.1 The construction, validity and performance of this Contract shall be governed in all respects by English law. 

 
 
 

COMPOSITION 
Expanded polystyrene formed into blocks, shapes and boards or free flowing granules.  Laminates to other common 
building materials are also supplied. 

PHYSICAL AND CHEMICAL PROPERTIES POTENTIAL HEALTH HAZARDS 
EPS is a neutral material which softens at temperatures above 100°C and will dissolve in organic solvents. 

EPS is not known to lead to any skin irritations and is regarded as biologically inert. 
Residual quantities of pentane and styrene in EPS are insignificant.  However during hot wire cutting of EPS if ventilation 
is not adequate, the fumes generated can cause irritation to the respiratory tracts and eyes. 
Where substantial dust is produced in subsequent processing of EPS (e.g. band sawing or grinding) suitable dust 
extraction must be provided, to ensure that exposure does not exceed 10 mg/m3 8 hours TWA (Occupational Exposure 
Limit for total inhalable dust). 

Flame Retardant (class E) grades contain a Polymeric FR additive. 

FIRE 
EPS is an organic material and therefore combustible.  

Flammability 
1. EPS is about 98% by volume of air and 2% solids, requiring 150 times its volume of air before complete combustion. 
2. EPS may be exposed to temperatures of 80°C for several days without any softening or detrimental effect; the 

minimum temperature at which flammable vapours are formed after constant heat application is 230°C. 
3. a.Euroclass F will ignite easily on contact with an open flame or welding rod and burn rapidly. 

b.Euroclass E is difficult to ignite and will cease to burn if the source of ignition is removed at an early stage in the fire 
development. 

4. Polystyrene dust, like other hydrocarbon based polymers in this form, is classed as a Group (a) flammable dust and 
precautions should be taken as required by Section 31 of the Factories Act 1961. 

5. All Home Improvement products are manufactured from EPS Euroclass E, which is difficult to ignite and will cease to 
burn if the source of ignition is removed at an early stage in the fire development. 

Combustion Products 
When ignited EPS produces dense black smoke, which is essentially carbon i.e., soot.  Gases evolved during 
combustion are mainly carbon dioxide and carbon monoxide.  The amount of carbon monoxide given off is much less 
than that emitted from wood or other traditional building materials in comparative tests.  

Fire Precautions 

1. Smoking should be prohibited in storage and processing areas. 
2. EPS should be stored away from highly inflammable material such as paint or petroleum products. 
3. Storage and working areas should be kept free from rubbish which may spread fire or ignite spontaneously. 
4. Fire extinguishers and/or hose reels should be available at an easily recognizable fire point and at all times close at 

hand when welding or burning adjacent to EPS. 
5. If there is an outbreak of fire, the Fire Brigade should be called immediately and advised that EPS is involved.  The 

area should be evacuated by all personnel, except those fighting the fire. 
6. A fire can be extinguished in the early stages if tackled quickly with a water, CO2, dry powder or BCF extinguisher. 

HANDLING 
1. Fabrication and construction work should be carried out at a sufficient distance away from the main EPS storage 

areas to prevent fire spreading to them. 
2. Welding or burning adjacent to EPS should be avoided. 
3. Work which involves flames or burning should not be carried out without fire extinguishers being to hand. 
4. Care should be exercised and the necessary precautions taken against ignition (e.g. good ventilation) when cutting 

EPS with hot wires to disperse any residual pentane.  When cutting with band saws or grinders formation of static 
electrical charges are possible and equipment should be electrically earthed and precautions should be taken to avoid 
excessive accumulation of dust. 

STORAGE 
1. Stock piles should not contain more than 60 cubic metres (about 1 tonne).  If a bigger volume needs to be stored it 

should be divided into two or more stock piles at least 20m apart. 
2. EPS stock piles should be sited so that in the event of a fire flowing or dripping molten material will not cause the 

spread of fire to other combustible materials or to other areas of a building, in particular staircases and corridors. 
Storage should be in a level situation at ground level (not on ramps), Raised thresholds to doorways or bunds should 
be provided where storage on upper floors is unavoidable, (particularly to the edges of floors without upstands and 
around staircases).  The bund walls should be of fire-resisting and liquid tight construction.  The capacity of the band 
area should be at least 3% of the maximum volume of EPS stored. 

3. Stock piles should be sited in such a manner that permanently marked access ways can be maintained.  Stock piles 
should not impair the performance of any sprinkler system. 

4. In warehouses or where large quantities of EPS are stored consideration should be given to the use of sprinklered 
premises. 

5. EPS should be stored wherever possible in a fenced compound or building which can be secured, under cover, 
protected from high winds and raised above damp surfaces.  Protect from direct sunlight, if exposure is likely to 
exceed one week.  Stack boards flat without bearers. 

6. Low Lambda “grey” materials should not be stored in direct sunlight or close to any radiant heat sources 

DISPOSAL 
Scrap expanded polystyrene is not classified as “Notifiable Waste” and may be disposed of at suitable land-fill tips or by 
incineration under approved conditions.  Advice on the preferred method should be obtained from the Local Authority 
Waste Disposal Officer.  Unofficial dumping and inefficient incineration should be avoided at all times. 

Flame retardant types contain a halogen complex flame retardant additive encapsulated in the polystyrene which can give 
rise to the emission of gases such as hydrogen bromide during incineration of waste product. 

FIRST AID TREATMENT RECOMMENDED 
Eye Contact In the event of EPS particles in the eye rinse with copious quantities of water.  Seek medical 

attention if irritation persists. 

Inhalation of smoke    Remove from exposure into fresh air.  Keep warm and rest.  If there is respiratory distress, give 
or fumes    oxygen.  If breathing stops or shows signs of failing, apply artificial respiration.  Obtain immediate
    medical attention. 

Skin Contact Molten Material - Immediately flood affected areas and adhering molten polymer with plenty of 
cold water.  DO NOT attempt to remove molten or solidified material form the skin.  Obtain 
immediate medical attention. 

TECHNICAL ADVISORY SERVICE 
Jablite’s Technical Advisory Service is available to you for the recommended uses of Expanded Polystyrene and if 
information is needed on matters of Health and Safety relating to our products. 

LIABILITY 
Information contained in this publication is accurate to the best of the knowledge of Jablite Limited who cannot accept any 
liability whatsoever (except as otherwise provided by law) arising out of the use of the information or the use, application, 
adaptation or processing of its products. 

Copies of full product health and safety data sheets are available from Jablite Limited, Unit A Rudford Industrial 
Estate, Ford, Near Arundel, West Sussex, BN18 0BD 

HEALTH AND SAFETY INFORMATION 
These recommendations are for general guidance only and are given in good faith by Jablite Limited.  In all cases it is the responsibility of the recipients of the product to satisfy themselves that adequate precautions have been 
taken in the handling, storage and use of the product and that they are aware of, and comply with, any restrictions imposed through legislation. 


